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EXTRAORDINARY 

भाग II—खण् ड 3—ईप-खण् ड (ii)  

PART II—Section 3—Sub-section (ii) 

प्राजधकार स ेप्रकाजित 

PUBLISHED BY AUTHORITY 

जिद्यतु मतं्रालय 

ऄजधसचूना 

नइ ददल् ली, 13 ऄप्रैल, 2023 

का.अ. 1723(ऄ).—कें द्र सरकार, जिदु्यत ऄजधजनयम, 2003 (2003 की संख्या 36) की धारा 63 के ऄंतगगत 

पररचाजलत ददिा-जनदेिों के पैरा 3 के ईप-पैरा 3.2 द्वारा प्रदत्त िजियों का प्रयोग करते हुए, पारेषण संबंधी राष्ट्रीय 

सजमजत की 11िीं बैठक की जसफाररिों पर, पारेषण स्ट्कीमों के जलए पारेषण स्ट्कीमों के नाम के सामने दिागए ऄनुसार 

जनम्नजलजखत बोली-प्रदिया समन्ियकों (बीपीसी) की जनयुजि करती ह:ै 

ि.स.ं पारेषण स्ट्कीमों के नाम एि ंकायगक्षते्र बोली प्रदिया समन्ियकताग 

1 चरण-III भाग क के ऄंतगगत खािडा अरइ पाकग  से ऄजतररि 7 गीगािॉट अरइ जिद्युत की 

जनकासी के जलए पारेषण प्रणाली 

कायग-क्षते्र: 

िम स.ं पारेषण स्ट्कीम का कायग-क्षते्र क्षमता/दक.मी. 

1 765 केिी, 2x330 एमिीएअर बस 

ररएक्टरों के साथ 765 केिी हलिड 

जस्ट्िचचग स्ट्टेिन की स्ट्थापना 

भािी कायग-क्षेत्र: 

जनम्नजलजखत के जलए जगह 

 बे सजहत 765/400 केिी अइसीटी - 6 

 330 एमिीएअर, 765 केिी बस 

ररएक्टर - 2 (7x110 

एमिीएअर चसगल फेज ररएक्टर 

यूजनट जजसमें 1 ऄजतररि यूजनट 

िाजमल ह)ै 

 765 केिी बस ररएक्टर बे - 2 

 765 केिी लाआन बे - 6 (िम 

पीएफसी कंसचल्टग जल. 

स.ं   1644] नइ ददल्ली, बृहस्ट् पजतिार, ऄप्रलै 13, 2023/चतै्र 23, 1945  

No. 1644] NEW DELHI,  THURSDAY, APRIL 13, 2023/CHAITRA 23, 1945  

सी.जी.-डी.एल.-अ.-15042023-245170
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2  THE GAZETTE OF INDIA : EXTRAORDINARY    [PART II—SEC. 3(ii)] 

 जस्ट्िचेबल लाआन ररएक्टरों के साथ 765 

केिी लाआन बे - 6 

 बे सजहत 765 केिी बस ररएक्टर: 2 

 765 केिी सेक्िनलाआज़र बे: 1 सेट 

 जस्ट्िचेबल लाआन ररएक्टर के साथ 400 

केिी लाआन बे - 12 

 बे सजहत 400/220 केिी अइसीटी - 8 

 बे सजहत 400 केिी बस ररएक्टर: 2 

 400 केिी सेक्िनलाआज़र बे: 1 सेट 

 220 केिी लाआन बे: 16 

 220 केिी सेक्िनलाआज़र बे: 2 सेट 

 220 केिी बीसी और टीबीसी: 3 

 संबद्ध बे के साथ एमएससी (2x125 

एमिीएअर) और एमएसअर (1x125 

एमिीएअर) सजहत स्ट्टेटकॉम (±300 

एमिीएअर): 1 

सं.2 और 5 की लाआनों के जलए) 

2 केपीएस2 (जीअइएस) – हलिड 765 

केिी डी/सी लाआन 

रूट की लंबाइ: 220 दकमी 

3 केपीएस2- हलिड 765 केिी डी/सी लाआन 

के दोनों जसरों पर प्रत्येक सर्ककट पर 240 

एमिीएअर जस्ट्िचेबल लाआन ररएक्टर 

 

 

 240 एमिीएअर, 765 केिी 

जस्ट्िचेबल लाआन ररएक्टर- 4 

[केपीएस2 (जीअइएस) में 2 और 

हलिड में 2] 

 765 केिी लाआन ररएक्टरों के 

जलए जस्ट्िचचग ईपकरण - 4 

[केपीएस 2 (जीअइएस) पर 2 

और हलिड में 2] 

 80 एमिीएअर, 765 केिी, 

केपीएस2 (जीअइएस) में चसगल 

फेज ऄजतररि ररएक्टर यूजनट 

 हलिड सब-स्ट्टेिन में 80 

एमिीएअर, 765 केिी, चसगल 

फेज ऄजतररि ररएक्टर यूजनट 

4 केपीएस 2 – हलिड 765 केिी डी/सी 

लाआन की समाजि के जलए केपीएस2 पर 2 

765 केिी जीअइएस लाआन बे  

 765 केिी लाआन बे (जीअइएस) 

- 2 [केपीएस2 (जीअइएस) जसरे 

के जलए] 

5 हलिड में लकजडया-ऄहमदाबाद 765 केिी 

डी/सी लाआन का एलअइएलओ 

एलअइएलओ रूट की लंबाइ: 30 

दकमी (120 सीकेएम) 

रटप्पणी:  

i. केपीएस2 का जिकासकताग केपीएस2 (जीअइएस) - हलिड 765 केिी डी/सी लाआन की 

समाजि के जलए जस्ट्िचेबल लाआन ररएक्टरों के साथ-साथ 2 765 केिीलाआन बे के 

कायागन्ियन के जलए जगह प्रदान करेगा। 

ii. कायागन्ियन समय-सीमा: एसपीिी ऄंतरण की तारीख से 24 माह 
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2. चरण-III भाग ख के ऄंतगगत खािडा अरइ पाकग  से ऄजतररि 7 गीगािॉट अरइ जिद्युत की 

जनकासी के जलए पारेषण प्रणाली 

कायग-क्षते्र 

िम स.ं पारेषण स्ट्कीम का कायग-क्षते्र क्षमता/दक.मी. 

1 िातमन के जनकट 2x330 एमिीएएअर, 765 

केिी बस ररएक्टरों के साथ 765 केिी जस्ट्िचचग 

स्ट्टेिन की स्ट्थापना 

भािी कायग-क्षेत्र 

जनम्नजलजखत के जलए जगह 

 बे सजहत 765/400 केिी अइसीटी - 6 

 जस्ट्िचेबल लाआन ररएक्टरों के साथ 765 

केिी लाआन बे - 6 

 बे के साथ 765 केिी बस ररएक्टर: 2 

 765 केिी सेक्िनलाआजर बे: 1-सेट 

 जस्ट्िचेबल लाआन ररएक्टर के साथ 400 केिी 

लाआन बे - 12 

 बे सजहत 400/220 केिी अइसीटी-8 

 बे सजहत 400 केिी बस ररएक्टर: 2 

 400 केिी सेक्िनलाआजे़िन बे: 1-सेट 

 220 केिी लाआन बे: 16 

 220 केिी सेक्िनलाआजे़िन बे: 2 सेट 

 220 केिी बीसी और टीबीसी: 3 

 संबद्ध बे सजहत एमएससी (2x125 

एमिीएअर) और एमएसअर (1x125 

एमिीएअर) के साथ स्ट्टेटकॉम (±300 

एमिीएअर): 1 

 330 एमिीएअर 765 केिी 

बस ररएक्टर-2 (लाआन/बस 

ररएक्टर के जलए 1 ऄजतररि 

यूजनट सजहत 7x110 

एमिीएअर चसगल फेज 

ररएक्टर यूजनटें) 

 765 केिी बस ररएक्टर बे - 2 

 765 केिी लाआन बे - 8 (िम 

2, 5 और 7 की लाआनों के 

जलए) 

2 हलव़ड-िातमन 765 केिी डी/सी लाआन रूट की लंबाइः 170 km 

3 हलिड-िातमन 765 केिी डी/सी लाआन के 

िातमन जसरे पर प्रत्येक सर्ककट पर 1x330 

एमिीएअर जस्ट्िचेबल लाआन ररएक्टर 

 330 एमिीएअर, 765 केिी 

जस्ट्िचेबल लाआन ररएक्टर- 2 

(6 x 110 एमिीएअर चसगल 

फेज ररएक्टर यूजनट) [110 

एमिीएअर चसगल फेज 

ऄजतररि बस ररएक्टर यूजनट 

को लाआन ररएक्टर के 

ऄजतररि के रूप में प्रयोग 

दकया जाएगा] 

 765 केिी लाआन ररएक्टर के 

जलए जस्ट्िचचग ईपकरण - 2 

4 हलिड-िातमन 765 केिी डी/सी लाआन की 

समाजि के जलए हलिड जसरे पर 2 765 केिी 

लाआन बे  

 765 केिी लाआन बे- 2 

(हलिड जसरे के जलए) 

पीएफसी कंसचल्टग जल. 
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5 िातमन 765 केिी जस्ट्िचचग स्ट्टेिन पर 

लकाजडया-िडोदरा 765 केिी डी/सी लाआन 

का एलअइएलओ 

एलअइएलओ रूट की लंबाइः 

10 दक.मी. (40 सीकेएम) 

6 लकाजडया-िातमन 765 केिी डी/सी लाआन के 

िातमन जसरे पर प्रत्येक सर्ककट पर एनजीअर 

बायपास व्यिस्ट्था के साथ 240 एमिीएअर 

765 केिी जस्ट्िचेबल लाआन ररएक्टर  

 240 एमिीएअर, 765 केिी 

जस्ट्िचेबल लाआन ररएक्टर- 2 

(7x 80 एमिीएअर चसगल 

फेज ररएक्टर यूजनट जजसमें 1 

ऄजतररि यूजनट िाजमल ह)ै 

 765 केिी लाआन ररएक्टरों के 

जलए जस्ट्िचचग ईपकरण - 2 

7 िातमन जस्ट्िचचग स्ट्टेिन - निसारी (नइ) 

(जीअइएस) 765 केिी डी/सी लाआन 

रूट की लंबाइः 200 दक.मी. 

8 िातमन जस्ट्िचचग स्ट्टेिन- निसारी (नइ) 

(जीअइएस) 765 केिी डी/सी लाआन के 

निसारी (नइ) (जीअइएस) जसरे पर प्रत्येक 

सर्ककट पर 330 एमिीएअर जस्ट्िचेबल लाआन 

ररएक्टर  

 330 एमिीएअर, 765 केिी 

जस्ट्िचेबल लाआन ररएक्टर- 2 

(6 x 110 एमिीएअर चसगल 

फेज ररएक्टर यूजनट) 

[पीजीसीअइएल द्वारा 

कायागजन्ित की जा रही 

निसारी में 110 एमिीएअ 

रऄजतररि ररएक्टर यूजनट, 

जजसका ऄजतररि के रूप में 

प्रयोग दकया जाएगा।] 

 765 केिी लाआन ररएक्टरों के 

जलए जस्ट्िचचग ईपकरण - 2 

9 िातमान जस्ट्िचचग स्ट्टेिन - निसारी (नइ) 

(जीअइएस) 765 केिी डी/सी लाआन की 

समाजि के जलए निसारी (नइ) में 2 765 केिी 

जीअइएस लाआन बे  

 765 केिी लाआन बे 

(जीअइएस) - 2 (निसारी 

(नइ) जसरे के जलए 2) 

रटप्पणी: 

i. हलिड सब-स्ट्टेिन के जिकासकताग  हलिड-िातामन 765 केिी डी/सी लाआन की समाजि के 

जलए 2 765 केिी लाआन बे के कायागन्ियन के जलए जगह प्रदान करेंगे। 

ii. निसारी (नइ) (जीअइएस) सब-स्ट्टेिन के जिकासकताग, िातमन जस्ट्िचचग स्ट्टेिन - निसारी 

(नइ) (जीअइएस) 765 केिी डी/सी लाआन की समाजि के जलए जस्ट्िचेबल लाआन ररएक्टरों सजहत 

2 765 केिी लाआन बे के कायागन्ियन के जलए जगह प्रदान करेंगे। आसके साथ-साथ, निसारी (नइ) 

(जीअइएस) सब-स्ट्टेिन के जिकासकताग, िातमान जस्ट्िचचग स्ट्टेिन-निसारी (नइ) (जीअइएस) 

765 केिी डी/सी लाआन के निसारी (नइ) (जीअइएस) जसरे में प्रत्येक सर्ककट पर 330 

एमिीएअर एसएलअर के जलए 110 एमिीएअर चसगल फेज ऄजतररि ररएक्टर यूजनट के 

ईपयोग की ऄनुमजत देंगे। 

iii. डेढ़ ब्रेकर स्ट्कीम में व्यास (जीअइएस) को पूरा करने के जलए अिश्यक बे (बेज़) को भी 

टीएसपी द्वारा जनष्पाददत दकया जाएगा। 

iv. िातमन 765 केिी जस्ट्िचचग स्ट्टेिन पर लकाजडया-िडोदरा 765 केिी डी/सी लाआन के 

एलअइएलओ के बाद, िातामन 765 केिी जस्ट्िचचग स्ट्टेिन पर लकाजडया - िडोदरा 765 केिी 

डी/सी लाआन के एलअइएलओ के बाद लकजडया और िडोदरा जसरे पर मुख्य लाआन ब्रेकर के 
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साथ-साथ जस्ट्िचेबल लाआन ररएक्टर की आंटर-ररचपग के जलए लॉजजक का लाआन के ितगमान 

स्ट्िामी (ऄथागत मसैसग एलिीटीपीएल) द्वारा सक्षमीकरण दकया जाएगा। 

v. कायागन्ियन समय-सीमा: एसपीिी ऄंतरण की तारीख से 24 माह 

3 धुले 2 गीगािॉट अरइजेड से जिद्युत की जनकासी के जलए पारेषण स्ट्कीम 

कायग-क्षते्र 

िम स.ं पारेषण स्ट्कीम का कायग-क्षते्र क्षमता/दक.मी. 

1.  धुले के पास 2x125 एमिीएअर (420 

केिी) बस ररएक्टरों सजहत 4x500 एमिीए, 

400/220 केिी पूचलग स्ट्टेिन की स्ट्थापना। 

भािी प्रािधान 

जनम्नजलजखत के जलए जगह 

 जस्ट्िचेबल लाआन ररएक्टर सजहत 400 केिी 

लाआन बे - 8 

 बे सजहत 400/220 केिी अइसीटी-6 

 बे सजहत 400 केिी बस ररएक्टर: 2 

 400 केिी बस सेक्िनलाआजे़िन बे: 1-सेट 

 220 केिी लाआन बे: 9 

 220 केिी सेक्िनलाआजे़िन बे: 1 सेट 

 220 केिी बीसी और टीबीसी: 1 

 400/220 केिी, 500 

एमिीए अइसीटी - 4 

 400 केिी अइसीटी बे - 4 

 220 केिी अइसीटी बे - 4 

(220 केिी बस सेक्िन 1 

पर 2 और 220 केिी बस 

सेक्िन 2 पर 2) 

 400 केिी लाआन बे - 2 

 125 एमिीएअर, 420 

केिी बस ररएक्टर - 2 

 बस ररएक्टर बे: 2 

 220 केिी बस कपलर बे- 2 

 220 केिी रांसफर बस 

कपलर (टीबीसी) बे - 2 

 220 केिी लाआन बे - 7 

(अरइ आंटरकनेक्िन के जलए 

जजसमें से 4 220 केिी बस 

सेक्िन 1 और 3 220 केिी 

बस सेक्िन 2 पर होगा) 

 220 केिी बस 

सेक्िनलाआज़र - 1 सेट 

2.  धुले पीएस - धुले (बीडीटीसीएल) 400 केिी 

डी/सी लाआन (क्वाड एसीएसअर/ एएएसी/ 

एएल59 मूस समतुल्य) 

रूट की लंबाइः 60 दक.मी. 

3.  धुले पीएस-धुले (बीडीटीसीएल) 400केिी 

डी/सी लाआनके जलए धुले (बीडीटीसीएल) में  

2 400केिी लाआन बे  

400 केिी लाआन बे– 2 

रटप्पणी: 

i.   बीडीटीसीएल, (i)   धुले पीएस-धुले (बीडीटीसीएल) 400 केिी डी/सी लाआन की समाजि के 

जलए 2 400 केिी लाआन बे के जलए जगह प्रदान करेगा। 

(ii)   कायागन्ियन समय-सीमा: एसपीिी ऄंतरण की तारीख से 24 माह 

अरइसी पािर 

डेिलपमेंट एंड कंसल्टेंसी 

जलजमटेड 

4. पजिमी क्षेत्र जिस्ट्तार स्ट्कीम X X X III (डब्लल्यूअरइएस-X X X III): भाग ख 

कायग-क्षते्र 

िम स.ं पारेषण स्ट्कीम का कायग-क्षते्र क्षमता/दक.मी. 

1 करेरा (दजतया के पास) में 1x330 एमिीएअर 

765 केिी बस ररएक्टर और 1x125 

एमिीएअर, 420केिी बस ररएक्टर के साथ-

 765/400 केिी, 1500 

एमिीए अइसीटी - 2 

(7x500 एमिीए चसगल 

अरइसी पािर 

डेिलपमेंट एंड कंसल्टेंसी 

जलजमटेड 
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साथ 2x1500 एमिीए, 765/400 केिी, 

2x500 एमिीए, 400/220 केिी सब-स्ट्टेिन 

की स्ट्थापना 

भािी प्रािधान: 

जनम्नजलजखत के जलए जगह 

 बे सजहत 765/400 केिी अइसीटी- 4 

 जस्ट्िचेबल लाआन ररएक्टरों के साथ 765 केिी 

लाआन बे –8 

 बे सजहत 765 केिी बस ररएक्टर: 3 

 765 केिी सेक्िनलाआज़र: 1 सेट 

 जस्ट्िचेबल लाआन ररएक्टर के साथ 400 केिी 

लाआन बे - 10 

 बेसजहत 400/220 केिी अइसीटी-6 

 बे सजहत 400 केिी बस ररएक्टर- 3 

 400 केिी सेक्िनलाआजे़िन बे: 1 सेट 

 220 केिी लाआन बे: 10 

 220 केिी सेक्िनलाआजे़िन बे: 1 सेट 

 220 केिी बीसी और टीबीसी: 1 

फेज यूजनट जजसमें एक 

ऄजतररि अइसीटी यूजनट 

िाजमल ह)ै 

 400/220 केिी, 500 

एमिीए अइसीटी - 2 

 765 केिी अइसीटी बे - 2 

 400 केिी अइसीटी बे - 4 

 220 केिी अइसीटी बे - 2 

 765 केिी लाआन बे - 2 

 330 एमिीएअर, 765 

केिी बस ररएक्टर - 1 

(4x110 एमिीएअर चसगल 

फेज यूजनट जजसमें एक 

ऄजतररि यूजनट िाजमल ह)ै 

 125 एमिीएअर, 420 

केिी बस ररएक्टर - 1 

 765 केिी बस ररएक्टर बे: 

1 

 400 केिी बस ररएक्टर बे: 

1 

 220 केिी बस कपलर बे- 2 

 220 केिी रांसफर बस 

कपलर (टीबीसी) बे - 2 

 220 केिी लाआन बे - 8 

(220 केिी लाआन के जलए 

एमपीपीटीसीएल द्वारा 

कायागजन्ित दकया जाएगा#) 

 220 केिी बस 

सेक्िनलाआजर- 1 सेट 

2 करेरा में सतना-ग्िाजलयर 765 केिी एस/सी 

लाआन का एलअइएलओ 

एलअइएलओ रूट की लंबाइः 

70 दक.मी (140 सीकेएम) 

3 करेरा-सतना 765 केिी लाआन के करेरा जसरे 

पर 1x330 एमिीएअर, जस्ट्िचेबल लाआन 

ररएक्टर की संस्ट्थापना 

जस्ट्िचचग ईपकरण के साथ 

765 केिी, 330 एमिीएअर 

एसएलअर - 1 (3x110 

एमिीएअर) [बस ररएक्टर के 

जलए 110 एमिीएअर चसगल 

फेज ररएक्टर यूजनट को लाआन 

ररएक्टर के ऄजतररि के रूप 

में भी आस्ट्तेमाल दकया जाएगा] 

#करेरा में बीना-दजतया 220केिी डी/सी लाआन के दोनों सर्ककटों का एलअइएलओ, करेरा तक 

जपछोरे 220केिी के जलए 220 केिी दजतया- बीना लाआन के एलअइएलओ भाग का तथा करेरा 

औरकरेरा - जसयोंधा 220केिी डी/सी लाआन तक जिस्ट्तार 
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रटप्पणी: 

कायागन्ियन समय-सीमा:एसपीिी ऄंतरण की तारीख से 24 माह 

5. पजिमी क्षेत्र जिस्ट्तार स्ट्कीम X X X III (डब्लल्यूअरइएस- X X X III): भाग ग 

कायग-क्षते्र 

िम स.ं पारेषण स्ट्कीम का कायग-क्षते्र क्षमता/दक.मी. 

1 इिानगर (नया) में 1x330 एमिीएअर, 

765 केिी और 1x125 एमिीएअर, 420 

केिी बस ररएक्टर के साथ 2x1500 

एमिीए, 765/400 केिी और 2x500 

एमिीए, 400/220 केिी सब-स्ट्टेिन की 

स्ट्थापना 

भािी प्रािधान: 

जनम्नजलजखत के जलए जगह 

 बे सजहत 765/400 केिी अइसीटी- 4 

 जस्ट्िचेबल लाआन ररएक्टरों के साथ 765 

केिी लाआन बे - 8 

 बे सजहत 765 केिी बस ररएक्टर: 3 

 765 केिी सेक्िनलाआज़र: 1 सेट 

 जस्ट्िचेबल लाआन ररएक्टर के साथ 400 

केिी लाआन बे - 10 

 बे सजहत 400/220 केिी अइसीटी-7 

 बे सजहत 400 केिी बस ररएक्टर: 3 

 400 केिी सेक्िनलाआजे़िन बे: 1-सेट 

 220 केिी लाआन बे: 12 

 220 केिी सेक्िनलाआजे़िन बे: 2 सेट 

 220 केिी बीसी और टीबीसी: 3 

 765/400 केिी, 1500 

एमिीए अइसीटी - 2 (7x500 

एमिीए 1-फेज यूजनट जजसमें 

एक ऄजतररि अइसीटी यूजनट 

िाजमल ह)ै 

 400/220 केिी, 500 एमिीए 

अइसीटी - 2 

 765 केिी अइसीटी बे - 2 

 400 केिी अइसीटी बे - 4 

 220 केिी अइसीटी बे - 2 

 765 केिी लाआन बे - 2 

 330 एमिीएअर, 765 

केिीबस ररएक्टर - 1 (4x 110 

एमिीएअर जजसमें एक 

ऄजतररि यूजनट िाजमल है) 

 125 एमिीएअर, 420 केिी 

बस ररएक्टर - 1 

 765 केिी बस ररएक्टर बे: 1 

 400 केिी बस ररएक्टर बे: 1 

 220 केिी बस कपलर बे- 1 

 220 केिी रांसफर बस कपलर 

(टीबीसी) बे - 1 

 220 केिी लाआन बे - 6 (220 

केिी लाआन के जलए 

एमपीपीटीसीएल द्वारा 

कायागजन्ित की जाएगी#) 

2 इिानगर 765 केिी सब-स्ट्टेिन (नया) में 

जबलपुर - ईरइ 765 केिी डी/सी लाआन के 

एक सर्ककट का एलअइएलओ  

एलअइएलओ रूट की लंबाइ – 5 

दक. मी. (10 सीकेएम) 

रटप्पणी: 

#220 केिी इिानगर 765/400/220 केिी – जतारा 220 केिी डी/सी लाआन और 

765/400/220 केिी इिानगर में छतरपुर-टीकमगढ़ 220 केिी 2xएस/सी लाआन का 

एलअइएलओ (छतरपुर-टीकमगढ़ 220 केिी का दसूरा सर्ककट ितगमान में कायागन्ियनाधीन ह)ै 

ऄतंः-राज्य के ऄधीन (एमपीपीटीसीएल द्वारा): 

 जतारा 220 केिी सब-स्ट्टेिन में 220/132 केिी, 2x200 एमिीए अइसीटी और 132/33 

केिी 2x50 एमिीए अइसीटी की स्ट्थापना 

अरइसी पािर 

डेिलपमेंट एंड कंसल्टेंसी 

जलजमटेड 
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 220 केिी इिानगर 765/400/220 केिी – जतारा 220 केिी डी/सी लाआन 

 छतरपुर-टीकमगढ़ 220 केिी डीसीएसएस लाआन की दसूरी सर्ककट की चस्ट्रचगग 

 765/400/220 केिी इिानगर में छतरपुर-टीकमगढ़ 220 केिी डीसीडीएस लाआन के दोनों 

सर्ककटों का एलअइएलओ 

 132 केिी जतारा 220 केिी – जतारा 132 केिी डी/सी लाआन (ईच्च क्षमता कंडक्टर सजहत) 

 132 केिी जतारा 220 केिी – नौगांि 132 केिी डी/सी लाआन 

 जतारा 132केिी - पृथ्िीपुर डीसीएसएस लाआन की दसूरे सर्ककट की चस्ट्रचगग 

 जतारा 132 केिी - टीकमगढ़ डीसीएसएस लाआन की दसूरे सर्ककट की चस्ट्रचगग 

एमपीपीटीसीएल ईपरोि कायों को अइएसटीएस प्रणाली की समान समय-सीमा में जनष्पाददत 

करेगा। 

कायागन्ियन समय-सीमा: एसपीिी ऄंतरण की तारीख से 24 माह 

6. िोंगटोंग करछम एचइपी (450 मेगािाट) और रटडोंग एचइपी (150 मेगािाट) से जिद्युत की 

जनकासी के जलए पारेषण प्रणाली 

कायग-क्षते्र 

िम स.ं पारेषण स्ट्कीम का कायग-क्षते्र क्षमता/दक.मी. 

 

क. टीडोंग एचइपी के साथ चरण-I [समय -सीमा : ददनाकं 01 जुलाइ, 2026] 

 

1 झांगी में 2x315 एमिीए (एक ऄजतररि 

यूजनट सजहत 7x105 एमिीए 1-फेज यूजनट) 

400/220 केिी जीअइएस पूचलग स्ट्टेिन की 

स्ट्थापना 

भािी प्रािधान (जनम्नजलजखत के जलए जगह): 

 5400 केिी लाआन बे  

 भािी पररयोजनाओं के जलए 6 220 केिी 

लाआन बे (रटडोंग ईत्पादन से कनेजक्टजिटी 

हतेु 2 बे के जलए जगह का ईपयोग दकया 

जाएगा) 

 2400/220 केिी रांसफामगर  

 बे सजहत 1 420 केिी बस ररएक्टर 

 220 केिी सेक्िनलाआजे़िन बे: 1 सेट 

 बस कपलर: 1 

 400/220 केिी अइसीटी- 

2x315 एमिीए (7x105 

एमिीए 1-फेज यूजनट जजसमें 

एक ऄजतररि यूजनट िाजमल 

ह)ै 

 400 केिी अइसीटी बे-2 

 220 केिी अइसीटी बे2 

 400 केिी लाआन बे 

(जीअइएस) -2 (झांगी 

पीएस - िांगटू डी/सी लाआन  

के जलए) 

 420 केिी बस ररएक्टर-1 

(4x 41.66 एमिीए 1-फेज 

यूजनट जजसमें एक ऄजतररि 

यूजनट िाजमल ह)ै 

 420 केिी ररएक्टर बे-1 

2 400 केिी झांगी पीएस - िांगटू (क्वाड) डी/सी 

लाआन (लाआन क्षमता नाममात्र िोल्टेज पर 

प्रजत सर्ककट 2500 एमिीए होगी) 

रूट की लंबाइ -54 दक.मी. 

3 400 केिी झांगी पीएस-िांगटू डी/सी लाआन 

की समाजि के जलए िांगटू में 400 केिी बे 

400 केिी बे – 2 (जीअइएस) 

 

अरइसी पािर 

डेिलपमेंट एंड कंसल्टेंसी 

जलजमटेड 
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ख. िोंगटोंग एचइपी के साथ चरण-II [समय-सीमा: ददनाकं 31 जुलाइ, 2026] 

1 िोंगटोंग एचइपी के जेनरेिन जस्ट्िचयाडग में 

झांगी पीएस-िांगटू (एचपीपीटीसीएल) 400 

केिी डी/सी (क्वाड) लाआन$ के एक सर्ककट का 

एलअइएलओ 

एलअइएलओ रूट की लंबाइ 

- 1 दक.मी. (2 सीकेएम) 

2 िांगटू (एचपीपीटीसीएल) - पंचकुला (पीजी) 

400 केिी डी/सी (जविन एचटीएलएस*) लाआन 

के साथ-साथ प्रत्येक सर्ककट के पंचकुला जसरे पर 

80 एमिीएअर जस्ट्िचेबल लाआन ररएक्टर 

रूट की लंबाइ - 210 

दक.मी. 

3 400 केिी िांगटू (एचपीपीटीसीएल) - पंचकुला 

(पीजी) डी/सी लाआन की समाजि के जलए 400 

केिी बेिांगटू सब-स्ट्टेिन  (2)और पंचकुला सब-

स्ट्टेिन (2) 

400 केिी लाआन बे- 4 

(िांगटू में 2 जीअइएस बे 

और पंचकुला में 2 एअइएस 

बे) 

$नाममात्र िोल्टेज पर लाआन क्षमता 2500 एमिीए प्रजत सर्ककट होगी। 

* नाममात्र िोल्टेज पर प्रत्येक सर्ककट पर 2100 एमिीए की न्यूनतम क्षमता के साथ 

रटप्पणी: 

i. अिेदक/ईत्पादन जिकासकताग के कायगक्षेत्र के ऄधीन-रटडोंग एचइपी-झांगी पीएस 220 

केिी डी/सीलाआन (दोनों जसरों पर संबद्ध बे के साथ)। 

ii. िोंगटोंग एचइपी के जिकासकताग िोंगटोंग एचइपी के ईत्पादन जस्ट्िचयाडग में झांगी 

पीएस- िांगटू (एचपीपीटीसीएल) 400 केिी डी/सी (क्वाड) लाआन के एक सर्ककट के 

एलअइएलओ के जलए िोंगटोंग जस्ट्िचयाडग में 2 400 केिी बे की व्यिस्ट्था करेंगे। 

iii. एचपीपीटीसीएल 400 केिी झांगी पीएस-िांगटू डी/सी लाआन और िांगटू 

(एचपीपीटीसीएल)-पंचकुला (पीजी) डी/सी लाआन की समाजि के जलए िांगटू सबस्ट्टेिन 

पर चार 400 केिी लाआन बे (जीअइएस) के जलए स्ट्थान प्रदान करेगा। 

iv. पािरजिड िांगटू (एचपीपीटीसीएल) - पंचकुला (पीजी) डी/सी लाआन की समाजि के 

जलए पंचकुला सब-स्ट्टेिन में 2 400 केिी बे के जलए जगह प्रदान करेगा। 

v. उपर बताइ गइ लाआनों की लंबाइ ऄनुमाजनत ह ैक्योंदक िास्ट्तजिक लाआन की लंबाइ 

जिस्ट्तृत सिेक्षण के बाद प्राि की जाएगी। 

vi. कायागन्ियन समय-सीमा: ददनांक 1 जुलाइ, 2026 से ईत्तरोत्तर 

 

2. बोली-प्रदिया समन्ियक की जनयुजि आस संबंध में जिदु्यत मंत्रालय द्वारा जारी, समय-समय पर संिोजधत, ददिा-

जनदेिों मेंजनधागररत ितों के ऄधीन ह।ै 

[फा. सं. 15/3/2018-रांस-भाग(1)] 

मोहम्मद ऄफजल, संयुि सजचि (रांस) 

 

MINISTRY OF POWER 

NOTIFICATION 

New Delhi, the 13th April, 2023 

S.O. 1723(E).—In exercise of the powers conferred by sub- para 3.2 of Para 3 of the Guidelines circulated 

under Section 63 of the Electricity Act, 2003 (no. 36 of 2003), the Central Government, on recommendations of  

11
th

 meeting of National Committee on Transmission, hereby appoints the following Bid-Process Coordinators 

(BPCs) for the Transmission Schemes, as shown against the name of the Transmission Schemes: - 

 



10  THE GAZETTE OF INDIA : EXTRAORDINARY    [PART II—SEC. 3(ii)] 

Sl. 

No. 

Name & Scope of the Transmission Scheme Bid Process 

Coordinator 

1 Transmission system for evacuation of additional 7 GW RE power from Khavda RE 

park under Phase-III Part A 

Scope: 

Sl. 

No. 

Scope of the Transmission Scheme Capacity /km 

1 Establishment of 765 kV Halvad switching 

station with 765 kV, 2x330 MVAr bus 

reactors 

Future Scope: 

Space for 

 765/400 kV ICT along with bays- 6 

Nos. 

 765 kV line bays along with switchable 

line reactors – 6 Nos. 

 765 kV Bus Reactor along with bay: 2 

Nos. 

 765 kV Sectionaliser bay: 1 set 

 400 kV line bays along with switchable 

line reactor – 12 Nos. 

 400/220 kV ICT along with bays – 8 

Nos. 

 400 kV Bus Reactor along with bays: 2 

Nos. 

 400 kV Sectionaliser bay: 1 set 

 220 kV line bays: 16 Nos. 

 220 kV Sectionaliser bay: 2 sets 

 220 kV BC and TBC: 3 Nos. 

 STATCOM (±300 MVAr) along with 

MSC (2x125 MVAr) & MSR (1x125 

MVAr) alongwith associated bays: 1 

No. 

 330 MVAR, 765 kV bus 

reactors - 2 (7x110 MVAr 

single phase reactor units 

including 1 spare unit)  

 765 kV bus reactor bays- 2 

 765 kV line bays- 6  (for 

lines at Sl. 2 & 5) 

 

2 KPS2 (GIS) - Halvad 765 kV D/c line Route length: 220 km 

3 240 MVAr switchable line reactor on each 

ckt at both ends of KPS2- Halvad 765 kV 

D/c line 

 

 

 240 MVAr, 765 kV 

switchable line reactors- 4 

[2 at KPS2(GIS) & 2 at 

Halvad] 

 Switching equipment for 

765 kV line reactors- 4 [2 

at KPS2 (GIS) & 2 at 

Halvad] 

 80 MVAr, 765 kV, single 

phase spare reactor unit at 

KPS2 (GIS) 

 80 MVAR, 765 kV, single 

phase spare reactor unit at 

Halvad S/s 

PFC Consulting Ltd. 
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4 2 Nos. of 765 kV GIS line bays at KPS2 

for termination of KPS2 - Halvad 765 kV 

D/c line 

 765 kV line bays (GIS) 

– 2 Nos. [for KPS2(GIS) 

end] 

5 LILO of Lakadia – Ahmedabad 765 kV 

D/c line at Halvad 

LILO route length: 30 km 

(120 ckm) 

Note:  

i. Developer of KPS2 to provide space for implementation of 2 Nos. of 765 kV 

line bays alongwith switchable line reactors for termination of KPS2(GIS) - 

Halvad 765 kV D/c line 

ii. Implementation timeframe: 24 months from SPV transfer 

2. Transmission system for evacuation of additional 7 GW RE power from Khavda RE 

park under Phase-III Part B 

Scope: 

Sl. 

No. 

Scope of the Transmission Scheme Capacity /km 

1 Establishment of 765 kV switching station 

near Vataman with 2x330 MVAr, 765 kV 

bus reactors 

Future Scope: 

Space for 

 765/400kV ICT along with bays- 6 

Nos.  

 765 kV line bays along with switchable 

Line reactors – 6 Nos. 

 765kV Bus Reactor along with bay: 2 

Nos. 

 765kV Sectionaliser bay: 1 -set 

 400 kV line bays along with switchable 

line reactor – 12 Nos. 

 400/220kV ICT along with bays -8 

Nos. 

 400 kV Bus Reactor along with bay: 2 

Nos. 

 400 kV Sectionalization bay: 1- set 

 220 kV line bays: 16 Nos. 

 220 kV Sectionalization bay: 2 sets 

 220 kV BC and TBC: 3 Nos. 

 STATCOM (±300 MVAr) along with 

MSC (2x125 MVAr) & MSR 

(1x125MVAr) alongwith associated 

bays: 1 No. 

 330 MVAR 765 kV bus 

reactors-2 (7x110 MVAr 

single phase reactor units 

including 1 spare unit for 

line/bus reactor) 

 765 kV bus reactor bays- 

2 

 765 kV line bays- 8 (for 

lines at Sl. 2, 5 & 7) 

2 Halvad – Vataman 765 kV D/c line Route length: 170 km 

3 1x330 MVAr switchable line reactor on 

each ckt at Vataman end of Halvad – 

Vataman 765 kV D/c line 

 330 MVAr, 765 kV 

switchable line reactor- 

2 Nos. (6 x 110 MVAr 

single 

phase reactor unit) [110 

MVAr single phase 

PFC Consulting Ltd. 
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spare bus reactor unit to 

be used as spare for line 

reactor] 

 Switching equipment for 

765 kV line 

reactor- 2 

4 2 Nos. of 765 kV line bays at Halvad end 

for termination of Halvad – Vataman 765 

kV D/c line 

 765 kV line bays– 2 

Nos. (for Halvad end) 

5 LILO of Lakadia – Vadodara 765 kV D/c 

line at Vataman 765 kV switching station 

LILO route length: 10 km 

(40 ckm) 

6 240 MVAr 765 kV switchable line reactor 

on each ckt at Vataman end of Lakadia – 

Vataman 765 kV D/c line with NGR 

bypassing 

arrangement 

 240 MVAr, 765 kV 

switchable line 

reactor- 2 (7x 80 MVAr 

single phase 

reactor units including 1 

spare unit) 

 Switching equipment for 

765 kV line 

reactors- 2 

7 Vataman switching station – Navsari 

(New) (GIS) 765 kV D/c line 

Route length: 200 km 

8 330 MVAr switchable line reactors on 

each ckt at Navsari (New) (GIS) end of 

Vataman switching station – Navsari 

(New) (GIS) 765 kV D/c line 

 330 MVAr, 765 kV 

switchable line reactor- 

2 Nos. (6 x 110 MVAr 

single 

phase reactor unit ) [110 

MVAr spare reactor unit 

at Navsari being 

implemented by PGCIL, 

would be 

used as spare] 

 Switching equipment for 

765 kV line reactors - 2 

9 2 Nos. of 765 kV GIS line bays at Navsari 

(New) for termination of Vataman 

switching station – Navsari (New) (GIS) 

765 kV D/c line 

 765 kV line bays (GIS) 

– 2 Nos. (2 Nos. for 

Navsari (New) end) 

 

Note: 

i. Developer of Halvad S/s to provide space for implementation of 2 Nos. of 

765 kV linebays for termination of Halvad – Vataman 765 kV D/c line. 

ii. Developer of Navsari (New)(GIS) S/s to provide space for implementation of 

2 Nos. of 765 kV line bays alongwith switchable line reactors for termination 

of Vataman switching station – Navsari (New)(GIS) 765 kV D/c line. Also, 

developer of Navsari (New)(GIS) S/s to allow the use of 110 MVAr single 

phase spare reactor unit for 330 MVAr SLR on each ckt at Navsari (New) 

(GIS) end of Vataman switching station –Navsari (New) (GIS) 765 kV D/c 

line. 

iii. Bay(s) as may be required for completion of diameter (GIS) in one-and-half 

breaker scheme shall also be executed by the TSP. 

iv. Logic for Inter-tripping scheme for tripping of the switchable line reactor 

alongwith main line breaker at Lakadia and Vadodara end after LILO of 

Lakadia – Vadodara 765 kV D/c line at Vataman 765 kV switching station 
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shall be enabled by the existing owner of the line (i.e. M/s LVTPL) after 

LILO of Lakadia – Vadodara 765 kV D/c line at Vataman 765 kV switching 

station. 

v. Implementation timeframe: 24 months from SPV transfer. 

3 Transmission scheme for evacuation of power from Dhule 2 GW REZ 

Scope: 

Sl. 

No. 

Scope of the Transmission Scheme Capacity /km 

1.  Establishment of 4x500 MVA, 400/220 

kV Pooling Station near Dhule along with 

2x125 MVAr (420 kV) Bus Reactors. 

 

Future provision 

 

Space for 

 

 400 kV line bays along with switchable 

line reactor – 8 Nos. 

 400/220 kV ICT along with bays -6 Nos. 

 400 kV Bus Reactor along with bays: 2 

Nos. 

 400 kV Bus Sectionalization bay: 1- set 

 220 kV line bays: 9 Nos. 

 220 kV Sectionalization bay: 1 set 

 220 kV BC and TBC: 1 No. 

 400/220 kV, 500 MVA 

ICT – 4 Nos. 

 400 kV ICT bays – 4 

Nos. 

 220 kV ICT bays – 4 

Nos. (2 Nos. on 220 kV 

bus section 1 and 2 Nos. 

on 220 kV bus section 

2) 

 400 kV line bays – 2 

Nos. 

 125 MVAr, 420 kV Bus 

reactor – 2 Nos. 

 Bus reactor bay: 2 Nos. 

 220 kV Bus coupler 

bay- 2 Nos. 

 220 kV Transfer Bus 

Coupler (TBC) bay – 2 

Nos. 

 220 kV line bays – 7 

Nos. (for RE 

interconnection out of 

which 4 Nos. would be 

on 220 kV bus section 1 

and 3 Nos. on 220 kV 

bus section 2) 

 220 kV Bus 

Sectionalizer – 1 set 

2.  Dhule PS – Dhule (BDTCL) 400 kV D/c 

line (Quad ACSR/AAAC/AL59 Moose 

equivalent)  

Route length: 60 km 

3.  2 Nos. 400 kV line bays at Dhule 

(BDTCL) for Dhule PS – Dhule (BDTCL) 

400 kV D/c Line 

400 kV Line bays – 2 Nos 

Note:  

i. BDTCL to provide space for 2 Nos. of 400 kV line bays for termination of 

Dhule PS –Dhule (BDTCL) 400 kV D/c Line 

ii. Implementation timeframe: 24 months from SPV transfer 

REC Power 

Development and 

Consultancy Limited 

4. Western Region Expansion Scheme XXXIII (WRES-XXXIII): Part B 

Scope: 

Sl. 

No. 

Scope of the Transmission Scheme Capacity /km 

1 Establishment of 2x1500 MVA, 765/400 

kV and 2x500 MVA, 400/220 kV S/s at 

Karera (near Datiya) along with 

 765/400 kV, 1500 MVA 

ICT – 2 Nos. (7x500 

REC Power 

Development and 

Consultancy Limited 
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1x330MVAr 765 kV bus reactor & 

1x125MVAr, 420 kV bus reactor 

Future provisions: 

Space for 

 765/400 kV ICT along with bays- 4 

Nos. 

 765 kV line bays along with switchable 

line reactors – 8 Nos. 

 765 kV Bus Reactor along with bay: 3 

Nos. 

 765 kV Sectionaliser: 1 set 

 400 kV line bays along with switchable 

line reactor – 10 Nos. 

 400/220 kV ICT along with bays -6 

Nos. 

 400 kV Bus Reactor along with bays- 

3Nos. 

 400 kV Sectionalisation bay: 1 set 

 220 kV line bays: 10 Nos. 

 220 kV Sectionalisation bay: 1 set 

  220 kV BC and TBC: 1 No. 

MVA single phase units 

including one spare ICT 

unit) 

 400/220 kV, 500 MVA 

ICT – 2 Nos. 

 765 kV ICT bays – 2 

Nos. 

 400 kV ICT bays – 4 

Nos. 

 220 kV ICT bays – 2 

Nos. 

 765 kV Line bays – 2 

Nos. 

 330 MVAr, 765 kV Bus 

Reactor – 1No. (4x110 

MVAR single phase 

units including one 

spare unit) 

 125 MVAr, 420 kV Bus 

reactor – 1 No. 

 765 kV Bus reactor bay: 

1 No. 

 400 kV Bus reactor bay: 

1 No. 

 220 kV Bus coupler 

bay- 2 Nos. 

 220 kV Transfer Bus 

Coupler (TBC) bay - 2 

Nos. 

 220 kV line bays – 8 

Nos. (for 220 kV lines 

to be implemented by 

MPPTCL#) 

 220 kV Bus 

sectionaliser– 1 set 

2 LILO of Satna-Gwalior 765 kV S/c line 

at Karera 

LILO route length: 70 km 

(140 ckm) 

3 Installation of 1x330 MVAr, switchable 

line reactor at Karera end of Karera –

Satna 765 kV line 

765 kV, 330 MVAr SLR 

along with 

Switching equipment – 1 

No. (3x110 MVAr) [110 

MVAr single phase reactor 

unit for bus reactor to be 

used as spare for line 

reactor too] 

# LILO of both circuits of Bina - Datiya 220 kV D/c line at Karera, Extention of LILO 

portion of 220 kV Datiya - Bina line for Pichhore 220 kV upto Karera & Karera - 

Seondha 220 kV D/c line 

Note: 

Implementation timeframe: 24 months from SPV transfer 
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5. Western Region Expansion Scheme XXXIII (WRES-XXXIII): Part C 

Scope: 

Sl. 

No. 

Scope of the Transmission Scheme Capacity /km 

1 Establishment of 2x1500 MVA, 765/400 

kV and 2x500 MVA, 400/220 kV S/s at 

Ishanagar (New) along with 1x330 

MVAr, 765 kV & 1x125 MVAr, 420 kV 

bus reactor 

Future provisions: 

Space for 

 765/400 kV ICT along with bays- 4 

Nos. 

 765 kV line bays along with switchable 

line reactors – 8 Nos. 

 765 kV Bus Reactor along with bay: 3 

Nos. 

 765 kV Sectionaliser: 1 set 

 400 kV line bays along with switchable 

line reactor – 10 Nos. 

 400/220 kV ICT along with bays -7 

Nos. 

 400 kV Bus Reactor along with bay: 

3Nos. 

 400 kV Sectionalisation bay: 1- set 

 220 kV line bays: 12 Nos. 

 220 kV Sectionalisation bay: 2 sets 

 220 kV BC and TBC: 3 Nos. 

 765/400 kV, 1500 MVA 

ICT – 2 Nos. (7x500 

MVA 1-phase units 

including one spare ICT 

unit) 

 400/220 kV, 500 MVA 

ICT – 2 Nos. 

 765 kV ICT bays – 2 

Nos. 

 400 kV ICT bays – 4 

Nos. 

 220 kV ICT bays – 2 

Nos. 

 765 kV Line bays – 2 

Nos. 

 330 MVAr, 765 kV Bus 

Reactor – 1 No. (4x 110 

MVAr including one 

spare unit) 

 125 MVAr, 420 kV Bus 

reactor – 1No. 

 765 kV Bus reactor bay: 

1 No. 

 400 kV Bus reactor bay: 

1 No. 

 220 kV Bus coupler 

bay- 1 No. 

 220 kV Transfer Bus 

Coupler (TBC) bay - 1 

No. 

 220 kV line bays – 6 

Nos. (for 220 kV lines 

to be implemented by 

MPPTCL#) 

2 LILO of one circuit of Jabalpur - Orai 

765 kV D/c line at Ishanagar 765 kV S/s 

(New) 

LILO route length – 5 km 

(10 ckm) 

 

Note: 

#220 kV Ishanagar 765/400/220 kV - Jatara 220 kV D/C line and LILO of Chhatarpur 

– Tikamgarh 220 kV 2xS/c line at 765/400/220 kV Ishanagar (Chhatarpur – 

Tikamgarh 220 kV 2
nd

ckt is currently under implementation) 

Under Intra-State (by MPPTCL): 

 Establishment of 220/132 kV, 2x200 MVA ICT & 132/33 kV 2x50 MVA ICT at 

Jatara 220 kV S/s 

 220 kV Ishanagar 765/400/220 kV - Jatara 220 kV D/C line 

REC Power 

Development and 

Consultancy Limited 
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 2nd circuit stringing of Chhatarpur – Tikamgarh 220 kV DCSS line 

 LILO of both circuit of Chhatarpur – Tikamgarh 220 kV DCDS line at 

765/400/220 kV Ishanagar 

 132 kV Jatara 220 kV - Jatara 132 kV D/C line (With High Capacity Conductor) 

 132 kV Jatara 220 kV - Nowgaon 132 kV D/C line 

 2nd circuit stringing of Jatara 132 kV - Prithvipur DCSS line 

 2nd circuit stringing of Jatara 132 kV - Tikamgarh DCSS line 

MPPTCL shall execute above works in matching time-frame of the ISTS system. 

Implementation timeframe: 24 months from SPV transfer 

6. Transmission system for evacuation of power from Shongtong Karcham HEP (450 

MW) and Tidong HEP (150 MW) 

Scope: 

Sl. 

No. 

Scope of the Transmission Scheme Capacity /km 

A. Phase-I with Tidong HEP [Schedule: 01
st
 July 2026] 

1 Establishment of 2x315 MVA (7x105 

MVA 1-ph units including a spare 

unit) 400/220 kV GIS Pooling Station 

at Jhangi 

Future provisions (Space for): 

 5 Nos. of 400 kV line bays 

 6 Nos. of 220 kV line bays for 

future projects ( space for 2 bays 

to be utilized for connectivity to 

Tidong generation) 

 2 Nos. of 400/220 kV 

Transformer 

 1 No. 420 kV Bus Reactor along 

with bay 

 220 kV Sectionalisation bay: 1 set 

 Bus Coupler: 1 No. 

 400/220 kV ICTs- 2x315 

MVA (7x105 MVA 1-ph 

units 

including a spare unit) 

 400 kV ICT bays- 2 Nos. 

 220 kV ICT bays- 2 Nos. 

 400kV line bays (GIS) -2 

Nos. 

(for Jhangi PS – Wangtoo 

D/c line) 

 420 kV Bus reactor -1 No. 

(4x 41.66 MVA 1-ph units 

including one spare unit) 

 420 kV Reactor bay-1 No. 

2 400 kV Jhangi PS – Wangtoo (Quad) 

D/c line (Line capacity shall be 2500 

MVA per circuit at Nominal voltage) 

Route length- 54 km 

3 400 kV bays at Wangtoo for 

termination of 400kV Jhangi PS – 

Wangtoo D/c line 

400 kV bays – 2 Nos.(GIS) 

B. Phase-II with Shongtong HEP [Schedule : 31
st
 July, 2026] 

1 LILO of one circuit of Jhangi PS –

Wangtoo (HPPTCL) 400 kV D/c 

(Quad) line
$
 at generation switchyard 

of Shongtong HEP 

LILO route length- 1 km (2 

ckm) 

2 Wangtoo (HPPTCL) - Panchkula 

(PG) 400 kV 

D/c (Twin HTLS*) line along with 80 

MVAr switchable line reactor at 

Panchkula end on each circuit 

Route length- 210 km 

REC Power 

Development and 

Consultancy Limited 
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3 400 kV bays at Wangtoo S/s (2 Nos.) 

and Panchkula S/s (2 Nos.) for 

termination of 400kV Wangtoo 

(HPPTCL) - Panchkula (PG) D/c line 

400 kV Line bays- 4 Nos. (2 

Nos.GIS bays at Wangtoo and 

2 Nos.AIS bays at Panchkula) 

 

$
 Line capacity shall be 2500 MVA per circuit at Nominal voltage 

* with minimum capacity of 2100 MVA on each circuit at Nominal voltage 

Note : 

i. Tidong HEP- Jhangi PS 220 kV D/C line (along with associated bays at both 

ends) - under the scope of applicant/generation developer. 

ii. Developer of Shongtong HEP to provide 2 Nos. of 400 kV bays at Shongtong 

switchyard for LILO of one circuit of Jhangi PS - Wangtoo (HPPTCL) 400 

kV D/c (Quad) line at generation switchyard of Shongtong HEP 

iii. HPPTCL to provide space for four number of 400 kV line bays (GIS) at 

Wangtoo substation for termination of 400 kV Jhangi PS – Wangtoo D/c line 

and Wangtoo (HPPTCL) - Panchkula (PG) D/c line 

iv. Powergrid to provide space for 2 Nos. of 400 kV bays at Panchkula S/s for 

termination of Wangtoo (HPPTCL) - Panchkula (PG) D/c line 

v. The line lengths indicated above are approximate as the actual line length 

would be obtained after detailed survey 

vi. Implementation timeframe: Progressively from 1
st
 July, 2026 

 

 

2. The appointment of the Bid-Process Coordinator is subject to the conditions laid down in the Guidelines 

issued by Ministry of Power in this regard, as amended from time to time. 

[F, No. 15/3/2018-Trans-Part(1)] 

MOHAMMAD AFZAL, Jt. Secy. (Trans) 

 

ऄजधसचूना 

नइ ददल् ली, 13 ऄप्रैल, 2023 

का.अ. 1724(ऄ).—जिदु्यत ऄजधजनयम, 2003 (2003 की सं. 36) की धारा 63 के ऄंतगगत पररचाजलत ददिा-

जनदेिों के परैा 3 के ईप-पैरा 3.2 द्वारा प्रदत्त िजियों का प्रयोग करते हुए, कें द्र सरकार ने नीचे दी गइ ताजलका में 

ईजल्लजखत राजपत्र ऄजधसूचना द्वारा टैररफ अधाररत प्रजतस्ट्पधागत्मक बोली )टीबीसीबी (के ऄंतगगत कायागन्ियन हेतु 

जनम्नजलजखत पारेषण स्ट्कीमें ऄजधसूजचत की थीं/ आनका कायग के्षत्र संिोजधत दकय़ा था:   

िम स.ं स्ट्कीम का नाम राजपत्र ऄजधसचूना जजसके द्वारा स्ट्कीम ऄजधसजूचत की 

गइ थी 

1 खािडा अरइ पाकग  में खािडा पूचलग स्ट्टेिन-2 (केपीएस2) की 

स्ट्थापना 

सां.अ. 5032(ऄ) ददनांक 06.12.2021 [फा. सं. 

15/3/2018-रांस-पाटग (1)] 

तथा 

सां.अ. 8506(ऄ) ददनांक 23.02.2023 [फा. सं. 

15/3/2018-रांस-पाटग (2)] 

2 खािडा पीएस1 (केपीएस1) में 3 गीगािाट अरइ जिद्युत से 

ऄजधक आंजेक्िन के जलए पारेषण स्ट्कीम 

सां.अ. 5032(ऄ) ददनांक 06.12.2021 [फा. सं. 

15/3/2018-रांस-पाटग (1)] 

तथा 
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सां.अ. 8506(ऄ) ददनांक 23.02.2023 [फा. सं. 

15/3/2018-रांस-पाटग (2)] 

3 खािडा अरइ पाकग  में खािडा पूचलग स्ट्टेिन-3 (केपीएस3) की 

स्ट्थापना 

सां.अ. 5032(ऄ) ददनांक 06.12.2021 [फा. सं. 

15/3/2018-रांस-पाटग (1)] 

तथा 

सां.अ. 8506(ऄ) ददनांक 23.02.2023 [फा. सं. 

15/3/2018-रांस-पाटग (2)] 

4 खािडा पीएस में चरण-II- भाग-ख के ऄंतगगत 4.5 जीडब्लल्यू 

अरइ आंजेक्िन की जनकासी के जलए पारेषण स्ट् कीम  

सां.अ. 3313(ऄ) ददनांक 25.09.2020 

[फा. सं. 15/3/2018-रांस-पाटग (2)] 

5 चरण-III भाग ग1 के ऄंतगगत राजस्ट्थान में अरइजेड से जिद्युत 

की जनकासी (20 गीगािाट) के जलए पारेषण प्रणाली 

सां.अ. 5032(ऄ) ददनांक 06.12.2021  [फा. सं. 

15/3/2018-रांस-पाटग (1)] 

6 चरण-III भाग च के ऄंतगगत राजस्ट्थान में अरइजेड से जिद्युत की 

जनकासी (20 गीगािाट) के जलए पारेषण प्रणाली 

सां.अ. 5032(ऄ) ददनांक 06.12.2021  [फा. सं. 

15/3/2018-रांस-पाटग (1)] 

 

2. ऄब, कें द्र सरकार ने पारेषण संबंधी राष्ट्रीय सजमजत (एनसीटी) की 11िीं बैठक की जसफाररिों की जांच के पिात, ईपयुगि 

छह स्ट्कीमों के कायग-क्षेत्र को संिोजधत करने का जनणगय जलया है। ऄतः, एतद्द्वारा ईपयुगि स्ट्कीमों के कायग-क्षेत्र को जनम् नानुसार 

संिोजधत दकया जाता हैः 

िम स.ं स्ट्कीम का नाम स्ट्कीम का सिंोजधत कायग-क्षते्र 

1.  खािडा अरइ पाकग  में 

खािडा पूचलग स्ट्टेिन-2 

(केपीएस2) की स्ट्थापना 

स्ट् कीम के कायागन्ियन की समय-सीमा को एसपीिी ऄजधिहण की तारीख से 24 महीने से घटाकर 

21 महीने कर ददया गया है। 

स्ट् कीम के मूल कायग क्षेत्र की ऄन्य सामिी ऄपररिर्ततत रहगेी, जैसा दक पूिग मे ऄजधसूजचत दकया 

गया ह ै। 

2.  खािडा पीएस1 

(केपीएस1) में 3 

गीगािाट अरइ जिद्युत 

से ऄजधक आंजेक्िन के 

जलए पारेषण स्ट्कीम 

स्ट् कीम के कायागन्ियन की समय-सीमा को एसपीिी ऄजधिहण की तारीख से 24 महीने से घटाकर 

21 महीने कर ददया गया है। 

स्ट् कीम के मूल कायग क्षेत्र की ऄन्य सामिी ऄपररिर्ततत रहगेी, जैसा दक पूिग मे ऄजधसूजचत दकया 

गया ह ै। 

3.  खािडा अरइ पाकग  में 

खािडा पूचलग स्ट्टेिन-3 

(केपीएस3) की स्ट्थापना 

स्ट् कीम के कायागन्ियन की समय-सीमा को एसपीिी ऄजधिहण की तारीख से 24 महीने से घटाकर 

21 महीने कर ददया गया है। 

स्ट् कीम के मूल कायग क्षेत्र की ऄन्य सामिी ऄपररिर्ततत रहगेी, जैसा दक पूिग मे ऄजधसूजचत दकया 

गया ह ै। 

4.  खािडा पीएस में चरण-

II- भाग-ख के ऄंतगगत 

4.5 जीडब्लल्यू अरइ 

आंजेक्िन की जनकासी के 

जलए पारेषण स्ट् कीम  

कायग-क्षते्र  

िम 

स.ं 

पारेषण स्ट्कीम का कायग-क्षते्र क्षमता/लाआन की लंबाइ दकमी 

1.  लकाजडया पीएस-ऄहमदाबाद 765 

केिी डी/सी लाआन 

200 दकमी  

2.  लकाजडया पीएस-ऄहमदाबाद 765 

केिी डी/सी लाआन के जलए लकजडया 

पीएस में 2 765 केिी लाआन बे 

765 केिी लाआन बे – 2  
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3.  लकाजडया पीएस-ऄहमदाबाद 765 

केिी डी/सी लाआन के ऄहमदाबाद जसरे 

पर प्रत्येक सर्ककट के जलए 240 

एमिीएअर, 765 केिी जस्ट्िचेबल 

लाआन ररएक्टर  

 1x240 एमिीएअर, 765 केिी 

जस्ट्िचेबल लाआन ररएक्टर - 2 

(लकाजडया पीएस - ऄहमदाबाद 

765 केिी डी/सी लाआन के 

ऄहमदाबाद जसरे पर प्रत्येक सर्ककट 

के जलए) 

 765 केिी लाआन ररएक्टर के जलए 

जस्ट्िचचग ईपकरण – 2 

 1x80 एमिीएअर स्ट्पेयर ररएक्टर - 

1 (ऄहमदाबाद जसरे के जलए) 

कायागन्ियन समय-सीमा::  अरइ पररयोजनाओं की मैचचग समय-सीमा या 24 महीने, जो भी 

बाद में हो। 

रटप् पणी: खािडा पीएस में चरण-II (भाग क से भाग ङ) के ऄंतगगत 4.5 जीडब्लल्यू अरइ आंजेक्िन 

की जनकासी के जलए प्रस्ट्ताजित सभी पारेषण पैकेजों का कायागन्ियन समान समय-सीमा में दकया 

जाना अिश्यक ह।ै 

5.  चरण-III भाग ग1 के 

ऄंतगगत राजस्ट्थान में 

अरइजेड से जिद्युत की 

जनकासी (20 गीगािाट)  

के जलए पारेषण प्रणाली 

कायग-क्षते्र:  

िम 

स.ं 

पारेषण स्ट्कीम का कायग-क्षते्र क्षमता/लाआन की लंबाइ दकमी 

1 रामगढ़ में 2x240 एमिीएअर 

(765केिी) बस ररएक्टर एिं 2x125 

एमिीएअर (420केिी) बस ररएक्टर 

सजहत 2x1500 एमिीए, 765/400 

केिी और 2x500 एमिीए, 

400/220 केिी पूचलग स्ट्टेिन की 

स्ट्थापना, एमएससी+एमएसअर 

सजहत ±2x300 एमिीएअर 

स्ट्टेटकॉम  

भािी प्रािधान: जनम्नजलजखत के जलए 

स्ट्थान  

 बे सजहत 765/400 केिी 

अइसीटी: 5  

 जस्ट्िचेबल लाआन ररएक्टर सजहत 

765केिी लाआन बे: 2  

 बे सजहत 765केिी बस ररएक्टर: 2  

 बे सजहत 400/220 केिी अइसीटी: 

8  

 जस्ट्िचेबल लाआन ररएक्टर सजहत 

400 केिी लाआन बे:  4 

 400 केिी लाआन बे: 2  

 बे सजहत 400केिी बस ररएक्टर: 2  

 400 केिी सेक् िनाआजेिन बे: 2 

सेवस** 

 765/400केिी1500 एमिीए 

अइसीटी: 2 (एक ऄजतररि यूजनट 

सजहत 7x500 एमिीए) 

 765 केिी अइसीटी बे – 2  

 400/220 केिी, 500 एमिीए 

अइसीटी – 2 

 400 केिी अइसीटी बे – 4  

 220 केिी अइसीटी बे – 2  

 400 केिी लाआन बे –2   

 220 केिी लाआन बे – 4  

 765 केिी लाआन बे – 2. 

 240 एमिीएअर बस ररएक्टर-2 

(7x80 एमिीएअर- एक ऄजतररि 

आकाइ पर जिचार करते हुए) 

 765 केिी ररएक् टर बे- 2  

 125 एमिीएअर, 420 केिी बस 

ररएक् टर - 2  

 420 केिी ररएक् टर बे – 2  

 400 केिी सेक् िनाआजेिन बे: 1 सटे** 

 2 400 केिी बे सजहत ± 2x300 

एमिीएअर स्ट् टेटकॉम, 4x125 

एमिीएअर एमएससी, 2x125 

एमिीएअर एमएसअर   
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 220 केिी लाआन बे: 11  

 220 केिी सेक् िनाआजेिन बे: 2** 

2 रामगढ़ - भादला-3, 765 केिी 

डी/सी लाआन (180 दकमी) के साथ के 

रामगढ़ छोर पर प्रत्येक सर्ककट पर 

240 एमिीएएअर जस्ट्िचेबल लाआन 

ररएक्टर सजहत रामगढ़ - भादला-3 

765 केिी डी/सी लाआन 

 लंबाइ – 180 दक.मी. 

 765 केिी, 240 एमिीएअर 

जस्ट्िचेबल लाआन ररएक्टर - 2  

 765 केिी 240 एमिीएअर 

जस्ट्िचेबल लाआन ररएक्टर के जलए 

जस्ट्िचचग ईपकरण–2   

3 भादला-3 में 2,  765केिी लाआन बे 765 केिी लाआन बे - 2 

 

रटप् पणी:  

i. चरण III-भाग ग1 पैकेज के कायागन्ियन कायगिम को पैकेज चरण III-भाग ख1 के साथ 

मैच करना है (भादला-3 पीएस, 765केिी भादला-3 पीएस-सीकर-2 डी/सी लाआन, 

400केिी भादला-3 पीएस-फतेहगढ़-2 डी/सी लाआन की स्ट्थापना)। 

ii. रामगढ़-भादला-3 765 केिी डी/सी लाआन को समाि करने के जलए भादला-3 एस/एस 

में 2, 765 केिी लाआन िे के जलए स्ट्थान प्रदान करने हतेु भादला-3 एस/एस के 

जिकासकताग। 

iii. उपर ईजल्लजखत लाआन की लंबाइ ऄनुमाजनत ह ैक्योंदक जिस्ट्तृत सिेक्षण के बाद सटीक 

लंबाइ प्राि की जाएगी। 

iv. िॉटग सर्ककट स्ट्तर को सीजमत करने के जलए रामगढ़ में 400 केिी और 220 केिी स्ट्तर 

पर ईपयुि सेक्िनलाआजेिन का प्रािधान रखा जाएगा। 

v. ±रामगढ़ पीएस के प्रत्येक 400 केिी बस सेक्िन में 300 एमिीएअर स्ट्टेटकॉम लगाए 

जाने चाजहए  

vi. रामगढ़ पीएस/भादला-3 पीएस में अरइ ईत्पादन जिकासकतागओं से एलटीए प्राि होन े

पर स्ट् कीम का कायागन्ियन िुरू दकया जाएगा 

**बस सेक्िनलाआजेिन बे में मेन बस-I और मेन बस-II दोनों का बस सेक्िनलाआजेिन 

िाजमल होगा।  

कायागन्ियन समय-सीमाः एसपीिी ऄजधिहण की जतजथ से 18 माह।  

6.  चरण-III भाग च के 

ऄंतगगत राजस्ट्थान में 

अरइजेड से जिद्युत की 

जनकासी (20 जीडब्लल्यू) 

के जलए पारेषण प्रणाली 

कायग-क्षते्र:  

1.  ब्लयािर के पास ईपयुि स्ट्थान पर 

2x330 एमिीएएअर 765केिी बस 

ररएक्टर और 2x125 एमिीएएअर 

420केिी बस ररएक्टर सजहत 

2x1500 एमिीए 765/400केिी 

सबस्ट्टेिन की स्ट्थापना  

भािी प्रािधान: जनम्नजलजखत के जलए 

स्ट्थान  

 बे सजहत 765/400केिी 

अइसीटी: 2  

 जस्ट्िचेबल लाआन ररएक्टर सजहत 

765केिी लाआन बे:  8  

 बे सजहत 765केिी बस 

 765/400केिी 1500 एमिीए 

अइसीटी: 2 (एक ऄजतररि यूजनट 

सजहत, 7x500 एमिीए,) 

 330 एमिीएएअर, 765 केिी बस 

ररएक्टर- 2 (एक ऄजतररि यूजनट 

सजहत 7x110 एमिीएएअर) 

 765 केिी अइसीटी बे – 2  

 400 केिी अइसीटी बे – 2  

 765 केिी लाआन बे – 6  

 400 केिी लाआन बे- 2 

 765 केिी ररएक्टर बे- 2   

 125 एमिीएएअर, 420 केिी बस 
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ररएक्टर: 2  

 बे सजहत 400/220 केिी 

अइसीटी:2 

 जस्ट्िचेबल लाआन ररएक्टर सजहत 

400 केिी लाआन बे: 4  

 बे सजहत 400केिी बस 

ररएक्टर: 1 

 220 केिी लाआन बे: 4 

ररएक्टर – 2  

 420 केिी ररएक्टर बे – 2  

 

2.  ब्लयािर में ऄजमेर-जचत्तौडगढ़ 765 

केिी डी/सी के दोनों सर्ककटों का 

एलअइएलओ 

लंबाइ – 45 दकमी  

3.  ब्लयािर में 400 केिी कोटा-मेडता 

लाआन का एलअइएलओ 

लंबाइ – 20 दकमी 

4.  फतेहगढ़-3-ब्लयािर 765 केिी 

डी/सी लाआन के प्रत्येक छोर पर 

प्रत्येक सर्ककट के जलए 330 

एमिीएएअर जस्ट्िचेबल लाआन 

ररएक्टर सजहत फतेहगढ़-3-ब्लयािर 

765 केिी डी/सी  

 लंबाइ – 30 दकमी  

 765 केिी 330 एमिीएअर जस्ट्िचेबल 

लाआन ररएक्टर के जलए जस्ट्िचचग 

ईपकरण –4  

 765 केिी, 330 एमिीएएअर 

जस्ट्िचेबल लाआन ररएक्टर - 4 

5.  फतेहगढ़ -3 पीएस में स्ट्टेटकॉम फतेहगढ़-3 पीएस में 2 400 केिी बे 

सजहत 4x125 एमिीएअर एमएससी, 

2x125 एमिीएअर एमएसअर सजहत 

±2x300 एमिीएअर स्ट् टेटकॉम 

 

रटप् पणी:  

i. पािरजिड, फतेहगढ़-3 एस/एस में फतेहगढ़-3-ब्लयािर 765 केिी डी/सी लाआन के जलए 

765 केिी जस्ट्िचेबल लाआन ररएक्टरों के साथ 2 765 केिी लाआन बे के जलए जगह 

प्रदान करेगा। 

ii. उपर ईजल्लजखत लाआन की लंबाइ ऄनुमाजनत ह ैक्योंदक जिस्ट्तृत सिेक्षण के बाद सटीक 

लंबाइ प्राि की जाएगी। 

iii. स्ट् कीम फतेहगढ़-3 (नया खंड और/या फतेहगढ़-4) में एसइसीअइ/अरइअइए द्वारा 

अरइ पररयोजना की पहली बोली ऄिाडग दकए जाने के बाद, ऄिाडग की जाएगी।  

iv. फतेहगढ़-3 पीएस (फेज-III पाटग ङ1) के प्रत्येक 400 केिी सेक्िन में+300 एमिीएअर 

स्ट् टेटकॉम रखा जाएगा। 

v. पािरजिड फतेहगढ़ -3 पीएस में एमएससी और एमएसअर तथा संबंजधत 400 केिी बे 

के साथ स्ट्टेटकॉम के जलए जगह प्रदान करेगा। 

vi. कायागन्ियन समय-सीमाः एसपीिी ऄजधिहण की जतजथ से 18 माह।  

 

3. मूल ऄजधसूचना के ऄनुसार आन स्ट्कीमों के जलए बोली प्रदिया समन्ियक ऄपररिर्ततत रहेंगे।   

[फा. सं. 15/3/2018-रांस-पाटग(1)] 

मोहम्मद ऄफजल, संयुि सजचि (रांस) 
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NOTIFICATION 

New Delhi, the 13th April, 2023 

S.O. 1724(E).— In exercise of the powers conferred by sub- para 3.2 of Para 3 of the Guidelines circulated 

under Section 63 of the Electricity Act, 2003 (no. 36 of 2003), the Central Government had notified/ modified scope 

of following transmission schemes for implementation under Tariff Based Competitive Bidding (TBCB) vide 

Gazette Notification mentioned in below table:   

Sl. 

No. 

Name of the Scheme 

 

Gazette Notification by which Scheme 

was notified 

1 Establishment of Khavda Pooling Station-2 (KPS2) in 

Khavda RE Park 

S.O. 5032(E) dated 6.12.2021 

[F. No. 15/3/2018-Trans-Pt(1)] and  

S.O. 856(E) dated 23.02.2023 

[F. No. 15/3/2018-Trans-Pt(2)] 

2 Transmission scheme for injection beyond 3 GW RE power at 

Khavda PS1 (KPS1) 

S.O. 5032(E) dated 6.12.2021 

[F. No. 15/3/2018-Trans-Pt(1)] and  

S.O. 856(E) dated 23.02.2023 

[F. No. 15/3/2018-Trans-Pt(2)] 

3 Establishment of Khavda Pooling Station-3 (KPS3) in 

Khavda RE Park 

S.O. 5032(E) dated 6.12.2021 

[F. No. 15/3/2018-Trans-Pt(1)] and  

S.O. 856(E) dated 23.02.2023 

[F. No. 15/3/2018-Trans-Pt(2)] 

4 Transmission scheme for evacuation of 4.5 GW RE Injection 

at Khavda PS under Phase-II- Part B 

S.O. 3313(E) dated 25.09.2020 

[F. No. 15/3/2018-Trans-Pt(2)] 

 

5 Transmission system for evacuation of power from REZ in 

Rajasthan (20GW) under Phase-III Part C1 

S.O. 5032(E) dated 06.12.2021 

[F. No. 15/3/2018-Trans-Pt(1)] 

 

6 Transmission system for evacuation of power from REZ in 

Rajasthan (20 GW) under Phase-III Part F 

S.O. 5032(E) dated 6.12.2021 

[F. No. 15/3/2018-Trans-Pt(1)] 

 

 

2. Now, the Central Government has decided to modify the scope of above mentioned six schemes after 

examining the recommendations of the 11
th

 meeting of National Committee on Transmission (NCT). As such, the 

scopes of above schemes are hereby modified as mentioned below:  

Sl. 

No. 

Name of the Scheme Modified Scope of the scheme 

1.  Establishment of Khavda Pooling 

Station-2 (KPS2) in Khavda RE Park 

Implementation Time-frame for the scheme has been reduced 

from 24 months to 21 months from date of SPV acquisition.  

Other contents of the original scope of the Scheme shall remain 

unchanged i.e. as notified earlier.  

2.  Transmission scheme for injection 

beyond 3 GW RE power at Khavda 

PS1 (KPS1) 

Implementation Time-frame for the scheme has been reduced 

from 24 months to 21 months from date of SPV acquisition.  

Other contents of the original scope of the Scheme shall remain 

unchanged i.e. as notified earlier 
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3.  Establishment of Khavda Pooling 

Station-3 (KPS3) in Khavda RE Park 

Implementation Time-frame for the scheme has been reduced 

from 24 months to 21 months from date of SPV acquisition.  

Other contents of the original scope of the Scheme shall remain 

unchanged i.e. as notified earlier. 

4.  Transmission scheme for evacuation of 

4.5 GW RE Injection at Khavda PS 

under Phase-II- Part B 

Scope 

Sl. 

No. 

Scope of the 

Transmission Scheme 

Capacity / line length km 

1.  Lakadia PS – Ahmedabad 

765kV D/c line 

200 km 

2.  2 nos. of 765 kV line bays 

at Lakadia PS for Lakadia 

PS – Ahmedabad 765kV 

D/c line 

765 kV line bays – 2 

3.  240 MVAr, 765 kV 

switchable line reactor for 

each circuit at Ahmedabad 

end of Lakadia PS- 

Ahmedabad 765 kV D/c 

line 

 1x240 MVAr, 765 kV 

switchable line reactor – 

2 (for each circuit at 

Ahmedabad end of 

Lakadia PS – Ahmedabad 

765 kV D/c line) 

 Switching equipments for 

765 kV line reactor – 2  

 1x80 MVAr spare reactor 

– 1(for Ahmedabad end) 

 

Implementation Timeframe: Matching timeframe of RE projects 

or 24 months whichever is later. 

Note: Implementation of all the transmission packages proposed 

for evacuation of 4.5 GW RE injection at Khavda P.S. under 

Phase-II (Part A to Part E) needs to be taken up in similar 

timeframe. 

5.  Transmission system for evacuation of 

power from REZ in Rajasthan (20GW) 

under Phase-III Part C1 

Scope 

Sl. 

No 

Scope of the 

Transmission Scheme 

Capacity / line length km 

1 Establishment of 2x1500 

MVA, 765/400kV & 

2x500 MVA, 400/220 kV 

pooling station at 

Ramgarh alongwith 2x240 

MVAr (765kV) Bus 

Reactor & 2x125 MVAr 

(420kV) Bus reactor, ± 

2x300MVAr STATCOM 

along with MSC+MSR 

Future provisions: Space 

for 

 765/400kV ICTs along 

with bays: 5 nos. 

 765kV line bay along 

with switchable line 

reactor: 2nos. 

 765kV Bus Reactor 

along with bays: 2 nos. 

 400/220 kV ICTs along 

 765/400 kV 1500 MVA 

ICTs- 2 Nos. (7x500 

MVA including one spare 

unit) 

 765kV ICT bays –2 nos. 

 400/220 kV, 500 MVA 

ICT – 2 nos. 

 400 kV ICT bays – 4 nos. 

 220 kV ICT bays – 2 nos. 

 400 kV line bays –2 Nos.   

 220 kV line bays – 4 Nos.  

 765 kV line bays – 2 Nos. 

 240 MVAr Bus Reactor-2 

Nos. (7x80 MVAr 

considering one spare 

unit) 

 240 MVAr Bus Reactor-2 

nos. (7x80 MVAr, 
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with bays: 8 nos. 

 400 kV line bays along 

with switchable line 

reactor: 4 nos. 

 400 kV line bays: 2 

Nos. 

 400kV Bus Reactor 

along with bays: 2 nos. 

 400kV Sectionalization 

bay: 2 sets ** 

 220 kV line bays: 11 

nos. 

 220kV Sectionalization 

bay: 2 nos.** 

including one spare unit) 

 765kV reactor bay- 2 nos. 

 125 MVAr, 420kV bus 

reactor - 2 nos. 

 420 kV reactor bay – 2 

nos. 

 400kV Sectionalization 

bay: 1 set. ** 

 ± 2x300 MVAr 

STATCOM, 4x125 

MVAr MSC, 2x125 

MVAr MSR along with 

2Nos. of 400 kV bays 

2 Ramgarh – Bhadla-3, 765 

kV D/c line (180 km) 

alongwith 240 MVAr 

switchable line reactor at 

each circuit at Ramgarh 

end of Ramgarh – Bhadla-

3, 765kV D/c line 

 Length – 180km 

 765 kV, 240 MVAr 

switchable line reactor- 2 

nos. 

 Switching equipment for 

765 kV 240 MVAR 

switchable line reactor –2 

nos. 

3 2 nos. of 765kV line bays 

at Bhadla-3 

765 kV line bays - 2nos. 

 

Note: 

i. Implementation schedule of Phase III –Part C1 package is to 

match with package Phase III –Part B1 (establishment of 

Bhadla-3 PS, 765kV Bhadla-3 PS-Sikar-2 D/c line, 400kV 

Bhadla-3 PS-Fatehgarh-2 D/c line). 

ii. Developer of Bhadla-3 S/s to provide space for 2 Nos. of 765 

kV line bays at Bhadla-3 S/s for termination of Ramgarh – 

Bhadla-3 765kV D/c line 

iii. The line lengths mentioned above are approximate as the 

exact length shall be obtained after the detailed survey 

iv. Provision of suitable sectionalization shall be kept at 

Ramgarh at 400kV & 220kV levels to limit short circuit 

level 

v. ±300 MVAr STATCOM should be placed in each 400 kV 

bus section of Ramgarh PS 

vi. Implementation of the scheme to be taken up upon receipt of 

LTA from RE generation developers at Ramgarh PS/Bhadla-

3 PS 

** Bus Sectionalization bay shall comprise of bus 

sectionalization of both Main Bus-I & Main Bus-II. 

Implementation Timeframe: 18 months from date of SPV 

acquisition. 

6.  Transmission system for evacuation of 

power from REZ in Rajasthan (20 GW) 

under Phase-III Part F 

Scope: 

Sl. 

No. 

Scope of the 

Transmission Scheme 

Capacity /km 

1.  Establishment of 2x1500  765/400kV 1500 MVA 
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MVA, 765/400 kV 

Substation at suitable 

location near Beawar 

along with 2x330 MVAr 

765 kV Bus Reactor & 

2x125 MVAr 420 kV Bus 

Reactor 

 

Future provisions: Space 

for 

 

 765/400kV ICTs along 

with bays: 2 nos. 

 765kV line bay along 

with switchable line 

reactor: 8 nos. 

 765kV Bus Reactor 

alongwith bays: 2nos. 

 400/220 kV ICTs along 

with bays: 2nos. 

 400 kV line bays along 

with switchable line 

reactor: 4 nos. 

 400kV Bus Reactor 

alongwith bays: 1no. 

 220 kV line bays: 4nos. 

ICTs: 2 nos. (7x500 

MVA, including one 

spare unit)  

 330 MVAr, 765 kV bus 

reactor- 2 (7x110 MVAr, 

including one spare unit) 

 765kV ICT bays – 2 nos. 

 400 kV ICT bays – 2 nos. 

 765 kV line bays – 6 Nos. 

 400kV line bay- 2 nos. 

 765kV reactor bay- 2 nos. 

 125 MVAr, 420kV bus 

reactor – 2 nos. 

 420 kV reactor bay – 

2nos. 

2.  LILO of both circuit of 

Ajmer-Chittorgarh 765 

kV D/c at Beawar 

Length – 45km 

3.  LILO of 400kV Kota- 

Merta line at Beawar 

Length – 20km 

4.  Fatehgarh-3 - Beawar 765 

kV D/c alongwith 330 

MVAr Switchable line 

reactor for each circuit at 

each end of Fatehgarh-3 - 

Beawar 765 kV D/c line 

 Length – 350km 

 Switching equipment for 

765 kV 330 MVAR 

switchable line reactor- 

4nos. 

 765 kV, 330 MVAr 

switchable line reactor- 

4nos. 

5.  STATCOM at Fatehgarh-

3 PS 

 

± 2x300 MVAr STATCOM 

along with 4x125 MVAr 

MSC, 2x125 MVAr MSR 

alongwith 2 Nos. of 400 kV 

bays at Fatehgarh-3 PS 

 

Note:  

i. POWERGRID shall provide space for 2 Nos. of 765 kV 

line bays at Fatehgarh-3 S/s for Fatehgarh-3 - Beawar 765 

kV D/c line alongwith 765 kV switchable line reactors 

ii. The line lengths mentioned above are approximate as the 

exact length shall be obtained after the detailed survey 
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iii. Scheme to be awarded after SECI/REIA awards first bid of 

RE project at Fatehgarh-3 (new section and/or Fatehgarh-

4). 

iv. +300 MVAr STACOM should be placed in each 400 kV 

section of Fatehgarh-3 PS (Phase-III Part E1) 

v. POWERGRID shall provide space at Fatehgarh-3 PS for 

STATCOM alongwith MSC & MSR and associated 400 kV 

bays. 

vi. Implementation Timeframe: 18 months from date of SPV 

acquisition 

 

3. Bid Process Co-ordinators for these schemes will remain unchanged as per original notification.  

[F. No. 15/3/2018-Trans-Part(1)] 

MOHAMMAD AFZAL, Jt. Secy. (Trans) 
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